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3.5ft (1m)

6 feet/1.83m

5 feet/1.52m

4 feet/1.22m

Eye level installation to Exact face recognition
This camera it designated to be installed at the frame of a building 
entrance at an adult’s eye-level. Unlike ceiling-mounted cameras, 
even if there’s are some people with hoodie or hat face could be 
shoot at the front.

Eye level installation Camera  Ceiling Mounted Camera

Convenient Height checking _ NST10
Thanks to indicated number at the 4,5,6 feet height installed CCTV 
camera towards the door and witness could check height of the in-
vader conveniently. For this reason, this camera could be used in 
various channels including convenience store, retail ship, bank, hotel.   

 H.265 / WDR / DNR / TDN
DC12V / PoE IEEE

NST10-65 / NST11-65

5MP HEIGHT STRIP
& DOOR JAMB
PINHOLE CAMERA 

NDAA & TAAFace Detection 5MP PinholeHeight Detection

S6L55m

The adjustable 5MP pinhole lens as ±15° each
Through the adjustable 5MP pinhole lens as left and right ±15° 
each it could provide not only the vivid video also optimal viewing 
angles even when installed in large sized doors.
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눈 높이에 설치하여 정확한 얼굴 식별
건물 입구 프레임에 성인 눈높이에 맞춰 설치하도록 설계된 카메라로 천장에 
설치된 카메라와 달리 모자나 후드티를 착용하고 있어도 얼굴을 정면에서 
촬영할 수있습니다.

눈 높이 설치 카메라  천장 설치 카메라

신속한 키 확인 _ NST10
4, 5, 6피트 높이에 표시된 숫자 덕분에 문을 향해 
설치된 CCTV 카메라나 목격자들은 침입자의 키를 
빠르게 확인할 수 있어 편의점, 소매점, 은행, 호텔 
등에서 유용하게 사용할 수 있습니다. 

 H.265 / WDR / DNR / TDN
DC12V / PoE IEEE

NST10-65 / NST11-65

5MP HEIGHT STRIP
& DOOR JAMB
핀홀 카메라

NDAA & TAA얼굴 확인 5MP 핀홀키 측정

S6L55m

좌우 ±15° 씩 조정이 가능한 5MP 핀홀 렌즈
5MP 핀홀 렌즈로 선명한 영상을 생성할 뿐 아니라  좌우 ±15° 씩 원하는 
방향으로 조정할 수 있어 대형 도어에 설치해도 최적의 시야각을 제공합니다.


