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Truly easy to Install
Size wise is even half than other similar performance goods with 3 axis
type of double arms bracket that gives the easiest way to install as just
one bolt screwing.  

External Control
Reset / 2nd Video Output / SD Card

PoE+ board Heater IP board

Cold Starter Built-in
For extreme low temp. environment
Well optimized cold starter circuit gives easily booting up in case of
extreme low temperature at below -40°C condition.

2.7 / 5X Zoom and 4K Ultra Hi-Res
CPRO’s own designed Zoom Module gives high speed zooming.
We have the one with 1/1.8 inch Image sensor, 2.7X Zoom and
the other with 1/2.8 inch Image sensor, 5X Zoom. 4K sensor provides
clearer and more accurate images.

The most effective high power IR LEDs
6 high power LEDs up to 30 meters(100ft) visibility recognizes objects
clearly at the low-light. It is compact and has excellent performance,
such as regular cameras with 45~60 LEDs.

4K / 2.7X / 5X
HIGH POWER LED
BULLETHD IP BULLET CAMERA _ NBT7

8MP / WDR / TDN  
DC12V / PoE+ / IP67 RATED
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설치가 용이한 디자인
3개의 축 Double Arm 브라켓으로 각도 조절이 편리하고, 스크류 하나로
카메라를 쉽게 고정합니다.

외부 제어
Reset / 2nd Video Output / SD Card

PoE+ 보드 히터 IP 보드

극도의 날씨를 버티는 카메라
카메라가 영하 40℃ 추운 곳에 24시간 얼어있어도 히터로 영하 10℃까지
녹여 30분 안에 부팅 가능합니다. 내구성이 좋아 -40℃ ~ 50℃에서
사용 가능합니다.

2.7 / 5배 줌과 4K 초고해상도
씨프로 자체 설계 줌 모듈은 고속 줌을 지원합니다. 1/1.8 인치 이미지
센서, 2.7배 줌이 탑재된 모델과 1/2.8 인치 이미지 센서, 5배 줌이 탑재된
모델이 있습니다. 4K 센서로 선명하고 정확한 영상을 제공합니다.

6개의 고출력 IR LED
고출력 IR LED로 빛이 전혀 없는 상태에서 최대 30m(100ft)거리에 있는
피사체를 선명한 영상으로 식별합니다. 

4K / 2.7X / 5X
HIGH POWER LED
BULLETHD IP BULLET CAMERA _ NBT7

8MP / WDR / TDN  
DC12V / PoE+ / IP67 RATED


