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Wall Bracket

BW10

Dimension (mm)

&, CPRO

Specification

Mechanical

Placement

Material
Dimensions

Weight

Wall
Aluminum-Die Casting

W: 144mm
H:189mm

0.68kg
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Compatible Accessories

BJCO9 BPO1

Wall Junction Bracket Pole Mount Bracket

Compatible Cameras

s 0 &5 0
NVD8-12-R NVD8-22-R

2M IP IR Flat Dome 2M IP IR Flat Dome

NVD13-78-R

Al 4K IP MFZ IR Flat Dome

NVD9-12-R

2M IP MFZ IR Flat Dome

2M IP MFZ IR Flat Dome
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BCOO1

Corner Mount Bracket
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NVD8-45-R NVD13-65-R

5M IP IR Flat Dome 5M IP MFZ IR Flat Dome

NVD9-22-R NVD9-45-R

5M IP MFZ IR Flat Dome
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NVD2-22-R

2M IP MFZ IR Turret
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NVD11-58-RF

4K IP IR Bubble Free Dome

NVD13-58-
RS_Fixed

4K IP MFZ IR Flat Dome
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NVD3-75-RA

Al 5M IP MFZ IR Flashlight
Turret

@

NVD2-55-R_Fixed

5MIP IR Turret
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NVD13-58-R

4K IP IR Flat Dome
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NVF2-45-R

5M IP IR Fisheye Dome
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NVD3-75-WA

Al 5M IP MFZ Full-Color
Flashlight Turret
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NVD2-55-R

5M IP MFZ IR Turret

NVD13-58-R_Fixed

4K IP IR Flat Dome
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NVF2-512-R

12M IP IR Fisheye Dome

NVD15-72-RH

Al 2M IP MFZ IR HDMI Flat
Dome
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NVD11-58-R

4K IP MFZ IR Bubble Free
Dome
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NVD13-58-RS

4K IP MFZ IR Flat Dome
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CVD1-28-RS

8M HD Analog IR Turret
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