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Junction Bracket
BJCO1

Dimension (mm)

AN
N N T 4-M4 TAP DPIO
Specification
Mechanical

Junction Junction (Ceiling)
Material Aluminum-Die Casting
Color White

. . W : 98mm
Dimensions H:81lmm

Weight 0.32kg
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Compatible Accessories

BPO1 BCOO1

Pole Mount Bracket Corner Mount Bracket

Compatible Cameras

% °
CBT1-12-R CBT1-25-R
2M HD Analog IR Bullet 5M HD Analog IR Bullet
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CBT3-25-R CBT3-28-RS

5M HD Analog IR Bullet 8M HD Analog IR Bullet

CBT1-28-RS

8M HD Analog IR Bullet
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NBT3-12-R

2M IP VF IR Bullet
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CBT3-12-R

2M HD Analog IR Bullet
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CBT4-12-RL

2M HD Analog LPR IR Bullet
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NBT5-22-R

2M IP MFZ IR Bullet

NBT5-45-R

5M IP MFZ IR Bullet

NBT7-58-RS

4K IP MFZ IR Bullet

NBT7-78-R

Al 4K IP MFZ IR Bullet

NBT5-22-RZ

2M IP MFZ IR Bullet

NBT5-45-RZ

5M IP MFZ IR Bullet

®

NBT7-75-R

Al 5M IP MFZ IR Bullet

NBT5-22-RS

2M IP MFZ IR Bullet

NBT5-45-RL

5M LPR IP MFZ IR Bullet

°

NBT7-75-RZ(650)

Al 5M IP MFZ IR Bullet

NBT5-44-RS

4M IP MFZ IR Bullet

®

NBT7-58-R

4K IP MFZ IR Bullet

®

NBT7-75-RL

Al 5M LPR IP MFZ IR Bullet
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